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Owner’s Manual & Safety Instructions
Save This Manual Keep this manual for the safety warnings and precautions, assembly, 
operating, inspection, maintenance and cleaning procedures.  Write the product’s serial number in the 
back of the manual near the assembly diagram (or month and year of purchase if product has no number). 
Keep this manual and the receipt in a safe and dry place for future reference. 18i

 

When unpacking, make sure that the product is intact 
and undamaged.  If any parts are missing or broken, 

please call 1-888-866-5797 as soon as possible.
Copyright© 2008 by Harbor Freight Tools®.  All rights reserved.  

No portion of this manual or any artwork contained herein may be reproduced in 
any shape or form without the express written consent of Harbor Freight Tools.  

Diagrams within this manual may not be drawn proportionally.  Due to continuing 
improvements, actual product may differ slightly from the product described herein.  

Tools required for assembly and service may not be included.

Read this material before using this product.
Failure to do so can result in serious injury.
SAVE THIS MANUAL.
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?D!6%>P@?%AD=JDI

Keep this manual for the safety 
warnings and precautions, assembly, 
operating, inspection, maintenance and 
cleaning procedures.  Write the product’s 
serial number in the back of the manual near 
the assembly diagram (or month and year of 
purchase if product has no number).  Keep 
this manual and the receipt in a safe and dry 
place for future reference.

@AB<C>D=>%?DE6>F%
@=E<CAD>@<=

@8%$."#%5,8',7Y%&8%$.*%7,+*7"83Y%
,89%,77%&$.*(%"82&(5,$"&8%
/(&\"9*9%)"$.%$."#%/(&9'4$-

% >."#%"#%$.*%#,2*$]%,7*($%
#]5+&7 1%%@$%"#%'#*9%$&%,7*($%
]&'%$&%/&$*8$",7%/*(#&8,7%
"8^'(]%.,_,(9# 1%%<+*]%,77%
#,2*$]%5*##,3*#%$.,$%
2&77&)%$."#%#]5+&7%$&%,\&"9%
/&##"+7*%"8^'(]%&(%9*,$.1

% MD=H6C%"89"4,$*#%
,%.,_,(9&'#%

#"$',$"&8%)."4.Y%"2%8&$%
,\&"9*9Y%)"77%(*#'7$%"8%9*,$.%&(%
#*("&'#%"8^'(] 1

% ODC=@=H%
"89"4,$*#%,%

.,_,(9&'#%#"$',$"&8%)."4.Y%"2%
8&$%,\&"9*9Y%4&'79%(*#'7$%"8%
9*,$.%&(%#*("&'#%"8^'(]1

% ;DJ>@<=Y%'#*9%
)"$.%$.*%#,2*$]%

,7*($%#]5+&7Y%"89"4,$*#%,%
.,_,(9&'#%#"$',$"&8%)."4.Y%"2%
8&$%,\&"9*9Y%4&'79%(*#'7$%"8%
5"8&(%&(%5&9*(,$*%"8^'(]1

% =<>@;6%"#%'#*9%$&%
,99(*##%/(,4$"4*#%

8&$%(*7,$*9%$&%/*(#&8,7%"8^'(]1

% ;DJ>@<=Y%)"$.&'$%
$.*%#,2*$]%,7*($%

#]5+&7Y%"#%'#*9%$&%,99(*##%
/(,4$"4*#%8&$%(*7,$*9%$&%
/*(#&8,7%"8^'(] 1

H*8*(,7%?,2*$]%C'7*#

%ODC=@=H`%%C*,9%,77%"8#$('4$"&8#%
E,"7'(*%$&%2&77&)%,77%"8#$('4$"&8#%
7"#$*9%+*7&)%5,]%(*#'7$%"8%
*7*4$("4%#.&4aY%2"(*Y%,890&(%
#*("&'#%"8^'(] 1  The term “power 
tool” in all of the warnings listed 
below refers to your line-operated 
(corded) power tool or battery-
operated (cordless) power tool.

?D!6%>P6?6%%
@=?>CJ;>@<=?

1. O&(a%,(*,%#,2*$]

a. Keep work area clean and well 
lit.  !"#$$%&%'()&('*&+(*&%*,(-./-$%(
*00-'%.$,1

b. Do not operate power tools in 
explosive atmospheres, such as in 
the presence of flammable liquids, 
gases or dust.  2)3%&($))",(0&%*$%(
,4*&+,(35-05(6*7(-8.-$%($5%('#,$()&(
9#6%,1

c. U**/%4."79(*8%,89%+]#$,89*(#%
,),]%)."7*%&/*(,$"83%/&)*(%$&&7# 1%%

2. 67*4$("4,7%#,2*$]

a. Power tool plugs must match the 
outlet.  Never modify the plug in 
any way.  Do not use any adapter 
plugs with grounded power tools.  
:.6)'-9-%'(4"#8,(*.'(6*$05-.8(

MD=H6C

ODC=@=H

;DJ>@<=

!"#$%&

;DJ>@<=
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)#$"%$,(3-""(&%'#0%(&-,+()9(%"%0$&-0(
,5)0+1

b. Avoid body contact with grounded 
surfaces such as pipes, radiators, 
ranges and refrigerators.  ;5%&%(-,(
*.(-.0&%*,%'(&-,+()9(%"%0$&-0(,5)0+(-9(
7)#&(<)'7(-,(8&)#.'%'1

c. M&%8&$%*b/&#*%/&)*(%$&&7#%$&%(,"8%
&(%)*$%4&89"$"&8#1%%'()*+,*-)*+.-/,
(,012*+,)113,2.33,.-4+*(5*,)6*,+.57,
18,*3*4)+.4,561479

d. M&%8&$%,+'#*%$.*%4&(91%%=*\*(%'#*%
$.*%4&(9%2&(%4,((]"83Y%/'77"83%&(%
'8/7'33"83%$.*%/&)*(%$&&71%%U**/%
4&(9%,),]%2(&5%.*,$Y%&"7Y%#.,(/%
*93*#%&(%5&\"83%/,($#1%%:(;(/*<,
1+,*-)(-/3*<,41+<5,.-4+*(5*,)6*,
+.57,18,*3*4)+.4,561479

e. When operating a power tool 
outdoors, use an extension cord 
suitable for outdoor use.  :,%()9(
*(0)&'(,#-$*<"%(9)&()#$'))&(#,%(
&%'#0%,($5%(&-,+()9(%"%0$&-0(,5)0+1

B*(#&8,7%#,2*$]
a. Stay alert, watch what you are 

doing and use common sense 
when operating a power tool.  Do 
not use a power tool while you are 
tired or under the influence of drugs, 
alcohol or medication.  =(6)6%.$(
)9(-.*$$%.$-).(35-"%()4%&*$-.8(4)3%&(
$))",(6*7(&%,#"$(-.(,%&-)#,(4%&,).*"(
-.>#&71

b. J#*%#,2*$]%*X'"/5*8$ 1%%D7),]#%
)*,(%*]*%/(&$*4$"&8 1%%=(8*)>,
*?@.0;*-),5@46,(5,<@5),;(57A,
-1-B57.<,5(8*)>,561*5A,6(+<,6()A,
1+,6*(+.-/,0+1)*4).1-,@5*<,81+,
(00+10+.()*,41-<.).1-5,2.33,+*<@4*,
0*+51-(3,.-C@+.*59

c. Avoid accidental starting.  Ensure 
the switch is in the off-position 

before plugging in.  !*&&7-.8(4)3%&(
$))",(3-$5(7)#&(9-.8%&().($5%(,3-$05(
)&(4"#88-.8(-.(4)3%&($))",($5*$(5*/%(
$5%(,3-$05().(-./-$%,(*00-'%.$,1

d. Do not overreach.  Keep proper 
footing and balance at all times.  
;5-,(%.*<"%,(<%$$%&(0).$&)"()9($5%(
4)3%&($))"(-.(#.%?4%0$%'(,-$#*$-).,1

e. Dress properly.  Do not wear loose 
clothing or jewelry.  Keep your hair, 
clothing and gloves away from 
moving parts.  @)),%(0")$5%,A(>%3%"&7(
)&(").8(5*-&(0*.(<%(0*#85$(-.(6)/-.8(
4*&$,1

f. Ensure this Dust Collector is 
connected and properly used.  :,%(
)9($5-,(B#,$(!)""%0$)&(0*.(&%'#0%(
'#,$C&%"*$%'(5*D*&',1

g. D\&"9%*7*4$("4,7%#.&4a1% Prevent 
body contact with grounded surfaces 
such as pipes, radiators, ranges, 
and cabinet enclosures when 
testing voltages.  Do not tamper with 
grounded plug.

4. B&)*(%$&&7%'#*%,89%4,(*

a. Do not force the power tool.  Use 
the correct power tool for your 
application.  ;5%(0)&&%0$(4)3%&($))"(
3-""(')($5%(>)<(<%$$%&(*.'(,*9%&(*$($5%(
&*$%(9)&(35-05(-$(3*,('%,-8.%'1

b. Do not use the power tool if the 
switch does not turn it on and 
off.  =.7(4)3%&($))"($5*$(0*..)$(
<%(0).$&)""%'(3-$5($5%(,3-$05(-,(
'*.8%&)#,(*.'(6#,$(<%(&%4*-&%'1

c. M"#4&88*4$%$.*%/7'3%2(&5%$.*%
/&)*(%#&'(4*%,890&(%$.*%+,$$*(]%
/,4a%2(&5%$.*%/&)*(%$&&7%+*2&(*%
5,a"83%,8]%,9^'#$5*8$#Y%
4.,83"83%,44*##&("*#Y%&(%#$&("83%
/&)*(%$&&7#1%%=@46,0+*D*-).D*,
5(8*)>,;*(5@+*5,+*<@4*,)6*,
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+.57,18,5)(+).-/,)6*,012*+,)113,
(44.<*-)(33>9

d. ?$&(*%"97*%/&)*(%$&&7#%&'$%&2%
$.*%(*,4.%&2%4."79(*8%,89%9&%8&$%
,77&)%/*(#&8#%'82,5"7",(%)"$.%$.*%
/&)*(%$&&7%&(%$.*#*%"8#$('4$"&8#%
$&%&/*(,$*%$.*%/&)*(%$&&71%%E12*+,
)1135,(+*,<(-/*+1@5,.-,)6*,6(-<5,
18,@-)+(.-*<,@5*+59

e. Maintain power tools.  Check for 
misalignment or binding of moving 
parts, breakage of parts and any 
other condition that may affect the 
power tool’s operation.  If damaged, 
have the power tool repaired before 
use.  E*.7(*00-'%.$,(*&%(0*#,%'(<7(
4))&"7(6*-.$*-.%'(4)3%&($))",1

f. J#*%$.*%("3.$%M'#$%;&77*4$&(%2&(%
$.*%^&+.  Do not attempt to force a 
small Dust Collector to do the work 
of a larger industrial model. There 
are certain applications for which this 
Dust Collector was designed. Do not 
modify this Dust Collector and do not 
use this Dust Collector for a purpose 
for which it was not intended, taking 
into account the working conditions 
and the work to be performed.  :,%(
)9($5%(4)3%&($))"(9)&()4%&*$-).,(
'-99%&%.$(9&)6($5),%(-.$%.'%'(0)#"'(
&%,#"$(-.(*(5*D*&')#,(,-$#*$-).1

5. ?*(\"4*

a. Have your power tool serviced by 
a qualified repair person using only 
identical replacement parts.  ;5-,(3-""(
%.,#&%($5*$($5%(,*9%$7()9($5%(4)3%&(
$))"(-,(6*-.$*-.%' .

?/*4"2"4%?,2*$]%C'7*#

1. Maintain labels and nameplates on 
the tool.  These carry important safety 
information.  If unreadable or missing, 

contact Harbor Freight Tools for a 
replacement.

2. Avoid unintentional starting. Ensure 
the switch is in the “OFF” position 
before plugging the tool in.  Prepare 
to begin work before turning on the 
tool.

3. Do not lay the hose-end down until 
it has come to a complete stop.  The 
vacuum may pull in something you 
need.

4. Do not leave the tool unattended 
when it is plugged into an electrical 
outlet.  Turn off the tool, and unplug 
it from its electrical outlet before 
leaving.

5. This product is not a toy.  Keep it out 
of reach of children.

6. People with pacemakers should 
consult their physician(s) before 
use.  Electromagnetic fields in close 
proximity to heart pacemaker could 
cause pacemaker interference or 
pacemaker failure.  In addition, 
people with pacemakers should: 
• Avoid operating alone. 
• Properly maintain and inspect to 
avoid electrical shock. 
• Any power cord must be properly 
grounded.  Ground Fault Circuit 
Interrupter (GFCI) should also be 
implemented – it prevents sustained 
electrical shock.

%?D!6%>P6?6%
@=?>CJ;>@<=?1
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HC<J=M@=H

% ><%BC6!6=>%
6I6;>C@;%?P<;U%

D=M%M6D>P%EC<A%
@=;<CC6;>%HC<J=M@=H%
O@C6%;<==6;>@<=-%
;.*4a%)"$.%,%X',7"2"*9%
*7*4$("4",8%"2%]&'%,(*%"8%9&'+$%
,#%$&%).*$.*(%$.*%&'$7*$%"#%
/(&/*(7]%3(&'89*9 1%%M&%8&$%
5&9"2]%$.*%/&)*(%4&(9%/7'3%
/(&\"9*9%)"$.%$.*%$&&71%%=*\*(%
(*5&\*%$.*%3(&'89"83%/(&83%
2(&5%$.*%/7'31%%M&%8&$%'#*%$.*%
$&&7%"2%$.*%/&)*(%4&(9%&(%/7'3%
"#%9,5,3*9 1%%@2%9,5,3*9Y%.,\*%
"$%(*/,"(*9%+]%,%#*(\"4*%2,4"7"$]%
+*2&(*%'#*1%%@2%$.*%/7'3%)"77%8&$%
2"$%$.*%&'$7*$Y%.,\*%,%/(&/*(%
&'$7*$%"8#$,77*9%+]%,%X',7"2"*9%
*7*4$("4",81

H(&'89*9%>&&7#-%>&&7#%)"$.%>.(**%
B(&83%B7'3#

1. 
GZB(&83%B7'3%,89%<'$7*$

Tools marked with “Grounding 
Required” have a three wire cord 
and three prong grounding plug.  
The plug must be connected to a 
properly grounded outlet.  If the tool 
should electrically malfunction or 
break down, grounding provides a 
low resistance path to carry electricity 
away from the user, reducing the risk 

of electric shock.  c?**%GZB(&83%B7'3%
,89%<'$7*$1d

2. The grounding prong in the plug is 
connected through the green wire 
inside the cord to the grounding 
system in the tool.  The green wire 
in the cord must be the only wire 
connected to the tool’s grounding 
system and must never be attached 
to an electrically “live” terminal.  c?**%
GZB(&83%B7'3%,89%<'$7*$1d

3. The tool must be plugged into an 
appropriate outlet, properly installed 
and grounded in accordance with all 
codes and ordinances.  The plug and 
outlet should look like those in the 
preceding illustration.  c?**%GZB(&83%
B7'3%,89%<'$7*$1d

4. H(&'89"83%$.*%M'#$%;&77*4$&(%
.&#* 1 The extraction system of Dust 
Collectors, this includes pipes and 
hose, must be grounded to ensure 
there is no explosion. 

M&'+7*%@8#'7,$*9%>&&7#-%>&&7#%
)"$.%>)&%B(&83%B7'3#

1. 
<'$7*$#%2&(%WZB(&83%B7'3

Tools marked “Double Insulated” 
do not require grounding.  They 
have a special double insulation 
system which satisfies OSHA 
requirements and complies with the 
applicable standards of Underwriters 

ODC=@=H
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Laboratories, Inc., the Canadian 
Standard Association, and the 
National Electrical Code.  c?**%
<'$7*$#%2&(%WZB(&83%B7'31d

2. Double insulated tools may be used 
in either of the 120 volt outlets shown 
in the preceding illustration.  c?**%
<'$7*$#%2&(%WZB(&83%B7'31d

6b$*8#"&8%;&(9#

1. F+1@-<*<  tools require a three wire 
extension cord.  :1@G3*,$-5@3()*< 
tools can use either a two or three 
wire extension cord.

2. As the distance from the supply 
outlet increases, you must use a 
heavier gauge extension cord.  Using 
extension cords with inadequately 
sized wire causes a serious drop in 
voltage, resulting in loss of power and 
possible tool damage. 
c?**%>,+7*%D1d  The smaller the 
gauge number of the wire, the 
greater the capacity of the cord.  For 
example, a 14 gauge cord can carry 
a higher current than a 16 gauge 
cord.  c?**%>,+7*%D1d

3. When using more than one extension 
cord to make up the total length, 
make sure each cord contains at 
least the minimum wire size required.  
c?**%>,+7*%D1d

4. If you are using one extension cord 
for more than one tool, add the 
nameplate%amperes and use the sum 
to determine the required minimum 
cord size.  c?**%>,+7*%D1d

5. If you are using an extension cord 
outdoors, make sure it is marked with 
the suffix “W-A” (“W” in Canada) to 

indicate it is acceptable for outdoor 
use.

6. Make sure the extension cord is 
properly wired and in good electrical 
condition.  Always replace a damaged 
extension cord or have it repaired by 
a qualified electrician before using it.

7. Protect the extension cords from 
sharp objects, excessive heat, and 
damp or wet areas.

C6;<AA6=M6M%A@=@AJA%O@C6%
HDJH6%E<C%6R>6=?@<=%;<CM?e%

cVWf0WKf%!<I>d

=DA6BID>6
DAB6C6?
c,$%2'77%7&,9d

6R>6=?@<=%;<CM%
I6=H>P

W
Lg

Lf
g

S
Lg

V
ffg

V
Lf

g

0 – 2.0 18 18 18 18 16
2.1 – 3.4 18 18 18 16 14
3.5 – 5.0 18 18 16 14 12
5.1 – 7.0 18 16 14 12 12

7.1 – 12.0 18 14 12 10 -
12.1 – 16.0 14 12 10 - -
16.1 – 20.0 12 10 - - -

>DQI6%D
e%Q,#*9%&8%7"5"$"83%$.*%7"8*%
voltage drop to five volts at 
VLfh%&2%$.*%(,$*9%,5/*(*#1

?]5+&7&3]

Double Insulated

!D; Volts Alternating Current

D Amperes

n0 xxxx/min. No Load Revolutions per Minute 
(RPM)
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?B6;@E@;D>@<=?

Motor
120 Volts, 60 Hz, 2HP, 
Single Phase, 20 AMPS 
Peak, 

RPM 3450

Bag Dimensions
Top=19-1/2" Dia. x 33"L
Bottom=19-1/2" Dia. x 
33-7/8"L

Bag Filtration Ratio 5 Microns
Intake 4-3/8" ID (screen & filter)

Exhaust Diameter 4-1/2 Inch ID With Screen

E6D>JC6?
1 All ball-bearing balanced armature
2 Locking casters
3 Cast Iron Motor Housing
4 Lockable toggle switch
5 Fan cooled

J=BD;U@=H

When unpacking, check to make sure 
that the is intact and undamaged.  If any 
parts are missing or broken, please call 
Harbor Freight Tools at the number shown 
on the cover of this manual as soon as 
possible.

I"#$%&2%4&8$*8$#

B,($ M*#4("/$"&8 ig$]
1 Collection Bags 2
2 Swivel Casters (locking) 4
3 Hex Wrenches 2

@=@>@DI%?6>%JB%
@=?>CJ;>@<=?

C*,9%$.*%6=>@C6%@AB<C>D=>%
?DE6>F%@=E<CAD>@<=%#*4$"&8%
,$%$.*%+*3"88"83%&2%$."#%5,8',7%
"847'9"83%,77%$*b$%'89*(%

#'+.*,9"83#%$.*(*"8%+*2&(*%#*$%
'/%&(%'#*%&2%$."#%/(&9'4$1

% ><%BC6!6=>%
?6C@<J?%@=jJCF%

EC<A%D;;@M6=>DI%
<B6CD>@<=-%
>'(8%$.*%B&)*(%?)"$4.%&2%$.*%
$&&7%$&%"$#%k<EEl%/&#"$"&8%,89%
'8/7'3%$.*%$&&7%2(&5%"$#%
*7*4$("4,7%&'$7*$%+*2&(*%
,##*5+7"83%&(%5,a"83%,8]%
,9^'#$5*8$#%$&%$.*%$&&71

=&$*- For additional information regarding 
the parts listed in the following pages, 
refer to the Assembly Diagram near 
the end of this manual.

D??6AQIF

1. Your Dust Collector will require 
complete assembly prior to use.  It 
is important that you read the entire 
manual to become familiar with the 
product BEFORE you use the Dust 
Collector.  Before assembling the 
Dust Collector be sure that you have 
all parts described in the Parts List 
and Assembly Diagram.

a. Step 1)  Place Caster (see Parts List 
1) in place on the underside corner 
of the Base Plate (3).  For all four 
(4) corners of the Caster (1) insert 
one Hex Screw (23) through Washer 
(16) down into Base Plate (3) and 
through Caster (1).  Thread on Nut 
(19). Repeat for the remaining three 
(3) Casters (#1).

ODC=@=H
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b. 

Collector 
Support (14)

Base Plate 
(3)Hex Screw 

(6) 

E"3'(*%V

Step 2)  Attach the first Collector 
Support (14) to the Base Plate (3).  
Line up the Collector Support (14) 
with holes on edge of the Base 
Plate (3).  Insert Hex Bolt (6) down 
through Washer (4), Base Plate (3) 
and secure in place with Nut (2). 
(See Figure 1.)

c. 

Collector 
Support (14)

Hex Bolt (6)

E"3'(*%W

Motor 
(8)

Motor Base (5)

Step 3)  Attach the second Collector 
Support (14) through the inside 
holes near where the Motor Base 
(5) will be mounted. (See Figure 2.)  
Insert Hex Bolt (6) down through 
Washer (4) and Base Plate (3) and 
secure in place with Nut (2). (See 
Figure 2.)

d. 

Motor (8)

Motor Base (5)

Fan Housing (38)

E"3'(*%G
Base Plate (3)

Hex Screw (6)

Step 4)  The Fan Housing (38) is 
attached to the Motor (8) and Motor 
Base (5) as a single unit.  Secure 
the Motor Base (5) to the Base Plate 
(3) using six (6) Hex Bolts (6), six (6) 
Washers (4) and six Nuts (2). (See 
Figures 2 and 3.)

e. 

Packing (29)

Fan Housing  
(38)

Outlet (30)Hex Screws 
(15)

with Washer  
(16).

Secure with 
Nuts (2)

E"3'(*%K

Hose Clamp  
(31)

Hose (32)

Step 5)  Set the Packing (29) on top 
of the rectangular opening on the 
Fan Housing (38) (see Step 4).  Set 
the Outlet (30) on top of the Fan 
Housing (38) and Packing (29)-see 
Figure 4.  Slide Washer (16) onto 
Hex Screws (15) and thread into the 
six (6) holes in the lip of Outlet (30), 
Fan Housing (38) and Packing (29).  
Secure in place with Nuts (2). (See 
Figure 4.) 
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f. 

Upper Bag Support (13)

Collector Support (14)

Collector 
(33)

Hex Screws (6)

E"3'(*%L

Step 6)  Connect the Upper Bag 
Support (13) to the Collector Support 
(14) and Collector (33).  Thread in 
both Hex Screws (6) through the 
Collector Support (14) and through 
the Upper Bag Support (13) and into 
the Collector (33). (See Figure 5.)

g. Step 7)  Slide the Hose Clamp (31) 
onto the Hose (32).  Slide Hose 
(32) with Hose Clamp (31) onto the 
Outlet (30).  Once the Hose (32) is in 
place, tighten the screw on the Hose 
Clamp (31) until the Hose (32) is 
securely fastened to the Outlet (30). 
(See Figure 4.) 

h. Step 8)  Slide the Hose Clamp (31) 
onto the other end of the Hose (32).  
Slide the top opening of the Hose 
(32) over the duct in the Collector 
(33).  Tighten the screw on the Hose 
Clamp (31) until the Hose (32) is 
securely fastened.

i. Step 9)  Place the Filter Bag (35) 
on top of the Collector (33).  Once 
the Filter Bag is in place, adjust the 
clamp so that the clip rests between 
the teeth.  Press the clamp down 

to lock in place.  Extend the bag so 
that the loop on the top hangs on the 
Upper Bag Support (13).

j. Step 10) Place the Collection Bag 
(36) on the bottom of the Collector 
(33) and secure it with a clamp as in 
step 9.

k. 
E"3'(*%N

Handle (37)

Nut and Bolt (39)

Step 11) Attach the Handle (37) to 
the Collector (33) with Nut and Bolt 
(39). (See Figure 6.)
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<B6CD>@=H%@=?>CJ;>@<=?

C*,9%$.*%6=>@C6%@AB<C>D=>%
?DE6>F%@=E<CAD>@<=%#*4$"&8%
,$%$.*%+*3"88"83%&2%$."#%5,8',7%
"847'9"83%,77%$*b$%'89*(%
#'+.*,9"83#%$.*(*"8%+*2&(*%#*$%
'/%&(%'#*%&2%$."#%/(&9'4$1

>&&7%?*$%J/

% ><%BC6!6=>%
?6C@<J?%@=jJCF%

EC<A%D;;@M6=>DI%
<B6CD>@<=-%
>'(8%$.*%B&)*(%?)"$4.%&2%$.*%
$&&7%$&%"$#%k<EEl%/&#"$"&8%,89%
'8/7'3%$.*%$&&7%2(&5%"$#%
*7*4$("4,7%&'$7*$%+*2&(*%
/*(2&(5"83%,8]%"8#/*4$"&8Y%
5,"8$*8,84*Y%&(%47*,8"83%
/(&4*9'(*# 1

O&(a%B"*4*%,89%O&(a%D(*,%?*$%J/

1. Designate a work area that is clean 
and well lit.  The work area must not 
allow access by children or pets to 
prevent injury and distraction.

2. Route the power cord along a safe 
route to reach the work area without 
creating a tripping hazard or exposing 
the power cord to possible damage.  
The power cord must reach the work 
area with enough extra length to 
allow free movement while working.

3. Secure loose workpieces using a vise 
or clamps (not included) to prevent 
movement while working.

4. There must not be hazardous objects 
such as utility lines or foreign objects, 
nearby that will present a hazard 
while working.

H*8*(,7%</*(,$"83%@8#$('4$"&8#

This unit is designed for use with an 
existing dust system, or you can construct 
a new system.

1. If constructing a new system, connect 
4" vent pipe (not included) to the 4" 
inlet side of the collector.

2. 4" @87*$%cWKd  Determine the size of 
the dust ports on your tools and run 
vacuum hoses (not included) from 
each tool to an appropriate sized 
adapter (not included), and into the 4" 
vent pipe (not included).

% M&%8&$%$,5/*(%)"$.%
&(%(*5&\*%$.*%

3(&'89"83%/&7*%&8%$.*%/7'31%%
F&'%5'#$%'#*%$."#%'8"$%)"$.%,%
G%/&7*%(*4*/$,47*1%%@2%]&'%'#*%
,8%*b$*8#"&8%4&(9Y%"$%5'#$%
5**$%,5/*(,3*%#/*4"2"*9%cVN%
DOHdY%,89%$.*%4&(9%5'#$%+*%
GZ/(&83*9 1%

3. Make sure the ;&77*4$"&8%Q,3%cGNd 
is on tight and not leaking. Switch on 
the unit using the toggle ?)"$4.%c[d. 

4. During operation, periodically check 
how full the ;&77*4$"&8%Q,3%cGNd is.  
Do not let it fill more than 3/4 full.  A 
completely full bag puts a lot of stress 
on the bag and the belt. 

5. To change ;&77*4$"&8%Q,3%cGNd, wear 
ANSI-approved safety goggles, and 
a dust mask.  Remove the Q*7$%cGKd 
and empty the bag.  Reinstall the bag 
and belt.

6. To prevent accidents, turn off the 
tool and disconnect its power supply 
after use.  Clean, then store the tool 
indoors out of children’s reach.

ODC=@=H

ODC=@=H
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;7*,8"83%,89%A,"8$*8,84*

1B(&4*9'(*#%8&$%#/*4"2"4,77]%
*b/7,"8*9%"8%$."#%5,8',7%
5'#$%+*%/*(2&(5*9%&87]%+]%,%
X',7"2"*9%$*4.8"4",81

% ><%BC6!6=>%
?6C@<J?%@=jJCF%

EC<A%D;;@M6=>DI%
<B6CD>@<=-%
>'(8%$.*%B&)*(%?)"$4.%&2%$.*%
$&&7%$&%"$#%k<EEl%/&#"$"&8%,89%
'8/7'3%$.*%$&&7%2(&5%"$#%
*7*4$("4,7%&'$7*$%+*2&(*%
/*(2&(5"83%,8]%"8#/*4$"&8Y%
5,"8$*8,84*Y%&(%47*,8"83%
/(&4*9'(*# 1

><%BC6!6=>%?6C@<J?%
@=jJCF%EC<A%><<I%
ED@IJC6-%
M&%8&$%'#*%9,5,3*9%
*X'"/5*8$ 1%%@2%,+8&(5,7%8&"#*%
&(%\"+(,$"&8%&44'(#Y%.,\*%$.*%
/(&+7*5%4&((*4$*9%+*2&(*%
2'($.*(%'#* 1

1. Check the integrity of the 3-prong 
plug and cord.  Make sure the 
grounding pole is not bent and the 
cord isn’t torn or frayed.  

2. Check your ;&77*4$"&8%Q,3#%cGNd 
prior to each use for tears or fraying.  
Replace if necessary.

3. Periodically tighten the Q*7$#%cGKd 
and P&#*%;7,5/#%cGVd. 

4. Keep the A&$&(%cTd clean of dirt and 
debris

5. Q6E<C6%6D;P%J?6Y inspect the 
general condition of the tool.  Check 
for loose screws, misalignment or 
binding of moving parts, cracked or 
broken parts, damaged electrical 

wiring, and any other condition that 
may affect its safe operation.

6. DE>6C%J?6Y clean external surfaces 
of the tool with clean cloth.

% %@2%$.*%#'//7]%4&(9%
&2%$."#%/&)*(%$&&7%

"#%9,5,3*9Y%"$%5'#$%+*%
(*/7,4*9%&87]%+]%,%X',7"2"*9%
#*(\"4*%$*4.8"4",8 1

BI6D?6%C6DM%>P6%E<II<O@=H%;DC6EJIIF

THE MANUFACTURER AND/OR DISTRIBUTOR HAS 
PROVIDED THE PARTS DIAGRAM IN THIS MANUAL 
AS A REFERENCE TOOL ONLY.  NEITHER THE 
MANUFACTURER NOR DISTRIBUTOR MAKES ANY 
REPRESENTATION OR WARRANTY OF ANY KIND TO 
THE BUYER THAT HE OR SHE IS QUALIFIED TO MAKE 
ANY REPAIRS TO THE PRODUCT OR THAT HE OR 
SHE IS QUALIFIED TO REPLACE ANY PARTS OF THE 
PRODUCT.  IN FACT, THE MANUFACTURER AND/OR 
DISTRIBUTOR EXPRESSLY STATES That ALL REPAIRS 
AND PARTS REPLACEMENTS SHOULD BE UNDERTAKEN 
BY CERTIFIED AND LICENSED TECHNICIANS AND 
NOT BY THE BUYER. THE BUYER ASSUMES ALL RISK 
AND LIABILITY ARISING OUT OF HIS OR HER REPAIRS 
TO THE ORIGINAL PRODUCT OR REPLACEMENT 
PARTS THERETO, OR ARISING OUT OF HIS OR HER 
INSTALLATION OF REPLACEMENT PARTS THERETO.

=<>6-  Some parts are listed and shown for illustration 
purposes only and are not available individually as 

replacement parts.

=<>6-  Some parts are listed and 
shown for illustration purposes only 
and are not available individually as 
replacement parts.

ODC=@=H
ODC=@=H
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>(&'+7*#.&&$"83

B(&+7*5 B&##"+7*%;,'#*# I"a*7]%?&7'$"&8#
Tool will not start 1. No power at outlet.

2. Cord not connected.
1. Check power at outlet.
2. Check that cord is plugged in.

E&77&)%,77%#,2*$]%/(*4,'$"&8#%).*8*\*(%9",38&#"83%&(%#*(\"4"83%$.*%$&&71%%
M"#4&88*4$%/&)*(%#'//7]%+*2&(*%#*(\"4*1

BI6D?6%C6DM%>P6%E<II<O@=H%;DC6EJIIF

THE MANUFACTURER AND/OR DISTRIBUTOR HAS PROVIDED THE PARTS LIST AND ASSEMBLY 
DIAGRAM IN THIS MANUAL AS A REFERENCE TOOL ONLY.  NEITHER THE MANUFACTURER OR 
DISTRIBUTOR MAKES ANY REPRESENTATION OR WARRANTY OF ANY KIND TO THE BUYER THAT 
HE OR SHE IS QUALIFIED TO MAKE ANY REPAIRS TO THE PRODUCT, OR THAT HE OR SHE IS 
QUALIFIED TO REPLACE ANY PARTS OF THE PRODUCT.  IN FACT, THE MANUFACTURER AND/OR 
DISTRIBUTOR EXPRESSLY STATES THAT ALL REPAIRS AND PARTS REPLACEMENTS SHOULD BE 
UNDERTAKEN BY CERTIFIED AND LICENSED TECHNICIANS, AND NOT BY THE BUYER.  THE BUYER 
ASSUMES ALL RISK AND LIABILITY ARISING OUT OF HIS OR HER REPAIRS TO THE ORIGINAL 
PRODUCT OR REPLACEMENT PARTS THERETO, OR ARISING OUT OF HIS OR HER INSTALLATION 
OF REPLACEMENT PARTS THERETO.
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BDC>?%I@?>

B,($ M*#4("/$"&8
1 Caster,  3″ lockable
2 Nut    M8 - 1.25
3 Base Plate
4 Washer   M8
5 Motor Base
6 Hex Bolt M8 x 16
7 Power Cord
8 Motor    110V, 60Hz, 2HP
9 Switch

10 Screw 4 x 12
12 Hex Wrench    5mm
13 Upper Bag Support
14 Collector Support
15 Hex Screw     M6-1.0 x 20mm
16 Washer     M6 x 20
17 Key
18 Packing
19 Nut     M6 - 1.0
20 Washer    M10
21 Hex Screw    M10 x 16
22 Turbo Fan
23 Hex Screw     M6 x 10
24 Inlet 1 x 5″ - 2 x 4″
25 Inlet Cover
26 Hex Screw    M6 x 20 LH
27 Washer
29 Packing
30 Outlet
31 Hose Clamp
32 Hose
33 Belt
34 Bag Clamp
35 Filter Bag
36 Collection Bag
37 Handle
38 Fan Housing
39 Bolts & Nuts for Handle
40 Hex Wrench 6MM
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D??6AQIF%M@DHCDA

C*4&(9%B(&9'4$g#%?*(",7%='5+*(%P*(*-%

=&$*- If product has no serial number, record month and year of purchase instead.

=&$*- Some parts are listed and shown for illustration purposes only, and are not 
available individually as replacement parts.
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Harbor Freight Tools Co. makes every effort to assure that its products meet high quality and 
durability standards, and warrants to the original purchaser that this product is free from defects in 
materials and workmanship for the period of 90 days from the date of purchase. This warranty does 
not apply to damage due directly or indirectly, to misuse, abuse, negligence or accidents, repairs 
or alterations outside our facilities, criminal activity, improper installation, normal wear and tear, or 
to lack of maintenance. We shall in no event be liable for death, injuries to persons or property, or 
for incidental, contingent, special or consequential damages arising from the use of our product. 
Some states do not allow the exclusion or limitation of incidental or consequential damages, so 
the above limitation of exclusion may not apply to you. THIS WARRANTY IS EXPRESSLY IN LIEU 
OF ALL OTHER WARRANTIES, EXPRESS OR IMPLIED, INCLUDING THE WARRANTIES OF 
MERCHANTABILITY AND FITNESS.

To take advantage of this warranty, the product or part must be returned to us with transportation 
charges prepaid. Proof of purchase date and an explanation of the complaint must accompany the 
merchandise. If our inspection verifies the defect, we will either repair or replace the product at our 
election or we may elect to refund the purchase price if we cannot readily and quickly provide you 
with a replacement. We will return repaired products at our expense, but if we determine there is no 
defect, or that the defect resulted from causes not within the scope of our warranty, then you must 
bear the cost of returning the product.

This warranty gives you specific legal rights and you may also have other rights which vary from 
state to state.


